CAT6 UTP (CMP) Plenum Cable

Model Number: DC-PBC-6-ETL

11399 Frederick Avenue, Suite A, Beltsville, MD 20705
(301) 937-5500
www.delcocables.com

- ETL Certified
%3 AWG Bare - ANSI/TIA-568-C.2 CAT6
opper Pairs .
- ISO/IEC 2nd Edition 11801 Class E
Insulation - CENELEC EN 50173-1
FEP Spline - Retardancy verified according to NFPA-262
- RoHS compliance for EU Directive 2002/95/EC
Conductor
Jacket

Electrical Characteristics
Cable Description 1. Characteristic Impedance: 772kHz 102 102 Q + 20%
1~550MHz 100 Q + 15%

1) Conductor: 2. Capacitance Unbalance: Max. 160 pPF/100m
Pairs 4 3. Mutual Capacitance: Max. 5600 pPF/100m
;i&g Conductor 5233 4. Conductor Resistance: Max. 9.38 Q/100m@20°C
Material Bare Copper  Bare Copper 5. Resistance Unbalanced: Max. 2%
6. Insulation Resistance: >5,000 MQ-km
2) Insulation: 7. Dielectric Strength: 2500 VDC/2 sec
Material FEP
Nom. Thickness 0.22mm
é\i’gG (%31 01840.05mm Frequency Max. Attenueation NEXT PSNEXT
‘ R (MHz) (dB/100m) (dB,Min) (dB,Min)
Co|or Cord Wh|te/B|Ue & Blue 1 20 743 723
White/Orange & Orange 4 33 65.3 63.3
White/Green & Green ' 60 '
White/Brown & Brown 8 53 8 58.8
U gEl ; Min. 200% 10 6.0 59.3 573
naged Elongation in. %
Unaged Tensile Strength  Min. 1754Kgf/mm? 12% ;2 222 g;g
3) Outer Jacket: Fire Retardant PVC CMP 25 95 533 513
Thickness (Nominal) 0.5 mm 31.25 10.7 519 499
Diameter (Nominal) 6.3 mm 625 15.4 474 454
100 19.8 443 423
Unaged Elongation Min. 100% 155 251 M5 295
Unaged Tensile Strength  Min. 1754Kgf/mm?Aging 200 29.0 298 37.8
at 100°C for 168 Hrs: 250 208 38.3 36.3
Min. Elongation retention: 50% 36.4 : '
Min. tensile strength retention:  75% 300 ' 372 352
4) Foot Marking: 400 43.0 353 333
CAT6 550MHz CMP PLENUM UTP 4-PAIR 550 516 33.2 32.2
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